Approved Code Of Practice For Power-operated Elevating Work Platforms

New Zealand

Elevating Work Platform Safety in Construction
Ontario Ministry of

PLATFORMS INSPECTORS TOOL

AREA OF ASSESSMENT
ACOP Approved Code of Practice for Power-Operated Elevating Work Platforms, Department of Production Safety for Film, Television and Video - Google Books Result

Date this document was generated: 22 August 2016. Approved. Page 2 of 12

Prerequisite unit identifier code updated. Equivalent to safely and effectively operate some types of elevated work platforms. Power source is determined and connected to platform regulations, codes of practice and job specification. 6.2. Approved Code of Practice for Power-operated Elevating Work. 10 Oct 2017. The Best Practice Guidelines for Mobile Elevating Work Platforms are non-industry specific. to WorkSafe NZ publication Forklifts – Approved Code of Practice for Training. Check the area for nearby hazards, such as overhead power lines. The MEWP must not be operated outside the maximum limits. Health and Safety resources - McLeod Cranes Elevating work platforms cherry pickers. To comply with Work Safe rules and the Approved Code of Practice for Power-Operated Elevating Work Platforms, mobile elevated work platforms inspectors tool - Telehandler and. Ensure training to operators of power elevating work platform is provided by a. The kind of surfaces on which the power operated work platform is designed to be used. The power elevating work platform will not be modified unless approved by Work Platforms CANCSA - Z271-98 Safety Code for Suspended Elevating Guidelines Part 13 Ladders, Scaffolds and Temporary Work Platforms

business.govt.nz/worksafeinformation-guidanceall-guidance-items/acop-power-operated-elevating-work-platforms. The information provided in the